


Set Up

The TDS function provides an indication of the water purity*. The TDS 
value displayed is in ppm** (impurities in parts per million). The TDS 
meter is intended to check pure water and has a max reading of 50ppm. 

For single TDS installations we recommend the TDS probe be fitted after 
the DI (de-ionising) vessel. You can then check the DI vessel is working. 

For good cleaning a TDS of below 5ppm (after the DI) is recommended. 

For two TDS unit installations we recommend the second TDS probe be 
fitted after the RO (reverse osmosis) filter. You can then check the RO is 
working correctly. 

To monitor water temperature (in degrees centigrade) press enter 
repeatedly until tp is displayed. 

Press enter again to monitor TDS reading.

A TDS reading greater than 50ppm will display HI (high).  

DISCLAIMER
THE MANUFACTURER RESERVES THE RIGHT TO MAKE CHANGES TO ANY PRODUCT HEREIN TO IMPROVE 
RELIABILITY, FUNCTION OR DESIGN. THE MANUFACTURER DOES NOT ASSUME ANY LIABILITY ARISING 
OUT OF THE APPLICATION OR USE OF ANY PRODUCT OR CIRCUIT DESCRIBED HEREIN.

* Unit must be installed by a competent electrician or technician. Failure to comply with these 
instructions could invalidate your warranty. 

** Probe must be undamaged, clean and free from dirt. Readings are only accurate to +/-2.5% 
of displayed value when dissovled solid is NaCI. 

Set Up  TDS Cut-Off V11 TDSV11 TDS

When the TDS value rises above the TDS cut-off setting, the pump will be 
stopped. The controller will display the following alternating messages: 

indicating a high TDS level has stopped the system. 

The controller will turn the pump back on to resume pumping if the TDS 
level drops below the TDS cut-off value. 

Note: When the controller is first turned on the TDS cut-off is disabled for 
approximately 60 seconds to allow any dirty water (above TDS cut-off 
value) to be pumped out. 

To adjust TDS cut-off value enter the set up menu by pressing and holding 
the down and enter buttons together. Press enter until TDS message is 
displayed. 

If the TDS goes above this value the pump will be stopped. It can be set 
from 1 - 40 ppm. Setting it to ‘HI’ disables the TDS cut-off. 

Use the up or down button to adjust the setting. Then press enter to set. 

For more information and videos on how to use Spring controllers please visit: www.springltd.co/videos
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