
Xaron
Hardwearing, adaptable and affordable, 

Xaron offers many vanity options in high 

pressure laminated board. With several 

edge profiles available and a wide range of 

colours to choose from, it is understandably 

the most popular vanity unit for conventional 

washrooms, due to its design flexibility yet 

reasonable cost.

High pressure laminated tops and 

under-unit panels

Wide range of colours

Children’s height available

Option of semi-recessed vanity top
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MVDO Standard - Children’s height MVUD Upstand MVS Vanity suite MVBU Bullnose

Options
Xaron vanity units are available in five standard profiles,
providing several options for complementing your chosen
cubicle system. A baby change option comes with a front
anti-roll edge, and children’s-height units are also available.
Light pelmets are manufactured in four standard profiles to
correspond with vanity unit styles.

Pre-laminated framework

Pre-hung removable panels

Factory cut basin apertures

Postformed or ABS lipped panels

Lockable panel option

Storage cupboard option

Complementary light pelmets

MVBU - Bullnose High pressure laminate top with  
coved upstand and 50mm bullnosed front 
edge, incorporating a profiled metal fascia that 
corresponds with the Modelle cubicle range.

MVUD - Upstand High pressure laminate top with 
postformed downstand and bottom edge.  
Integral coved upstand with postformed top edge. 
Semi-recessed wash hand basin version available.

MVDO - Standard High pressure laminate top with 
postformed downstand. Postformed bottom edge 
and lipped back edge. Semi-recessed wash hand 
basin version available.

MVS - Vanity suite High pressure laminate top with 
postformed downstand. Postformed bottom edge 
and lipped back edge, complete with removable 
access lid. Integral coved upstand option.

MVBC - Baby change High pressure laminate top 
with front anti-roll edge, fully postformed including 
internal corners and top edge, with integral  
coved upstand.

Bullnose
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Specifications
Xaron MVBU
Reference: Xaron Bullnose

Vanity Top

Core Material: 25mm WBP plywood with 50mm front edge  
detail and 18mm integral upstand
Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge treatment: Postformed 180° front leading edge with 
integral upstand

Fascia

Material: Profiled aluminium with concealed fix to bottom edge
Colour/Finish: Powder coated in a range of 11 textured finishes 
(Other RAL colours available)

Framing

Core Material: 18mm moisture-resistant MDF with support 
framework 
Colour/Finish: High Pressure Laminate

Panels

Core Material: 18mm moisture resistant particle board 650kg/m3

Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge Treatment: All edges lipped in impact-resistant ABS with 
polyurethane adhesive (See below)
Adhesive Type: All components are bonded with specialist 
polyurethane washroom adhesive, for ultimate water-resistance 
and strength of bonding. This adhesive is environmentally friendly 
with its zero rating on formaldehyde emissions

Optional enhancements for Xaron

Access Panels: 18mm WBP Plywood core // Lockable (security 
screw or budget lock) // Solid grade laminate // 
20mm postformed HPL

Other: Children’s height available // Complementary light pelmets

Note: Any optional enhancements required are clarified at point   
of specification

Xaron MVUD / Semi Recessed
Reference: Xaron Upstand Semi Recessed

Vanity Top

Core Material: 18mm moisture resistant particle board 650kg/m3 
for top, downstand and integral upstand
Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge treatment: All horizontal edges postformed

Framing

Core Material: 18mm moisture-resistant MDF with support 
framework 
Colour/Finish: High Pressure Laminate 

Panels

Core Material: 18mm moisture resistant particle board 650kg/m3

Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge Treatment: All edges lipped in impact-resistant ABS with 
polyurethane adhesive (See below)
Adhesive Type: All components are bonded with specialist 
polyurethane washroom adhesive, for ultimate water-resistance 
and strength of bonding. This adhesive is environmentally friendly 
with its zero rating on formaldehyde emissions

Optional enhancements for Xaron

Access Panels: Lockable (security screw or budget lock) //
Solid grade laminate // 20mm postformed HPL

Other: 18mm WBP plywood core to vanity top and panels // 
Cantilever tops (inc. brackets) // Storage cupboards // Children’s 
height available // Quaronite™ solid surface vanity top available // 
Complementary light pelmets

Note: Any optional enhancements required are clarified at point   
of specification

Xaron MVDO / Semi Recessed
Reference: Xaron Standard Semi Recessed

Vanity Top

Core Material: 18mm moisture resistant particle board
650kg/m3 for top and downstand
Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge treatment: All horizontal edges postformed

Panels

Core Material: 18mm moisture resistant particle board 650kg/m3

Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge Treatment: All edges lipped in impact-resistant ABS with 
polyurethane adhesive (See below) 
Adhesive Type: All components are bonded with specialist 
polyurethane washroom adhesive, for ultimate waterresistance 
and strength of bonding. This adhesive is environmentally friendly 
with its zero rating on formaldehyde emissions

Optional enhancements for Xaron

Access Panels: Lockable (security screw or budget lock) //
Solid grade laminate // 20mm postformed HPL

Other: 18mm WBP plywood core to vanity top and panels // 
Cantilever tops (inc. brackets) // Storage cupboards // Children’s 
height available // Quaronite™solid surface vanity top available // 
Complementary light pelmets

Note: Any optional enhancements required are clarified at point  
of specification

Option of InterPlumb

InterPlumb™ offers significant time-saving in the  
installation of today’s washrooms. Providing all the 
advantages of pre-plumbed washroom modules, 
InterPlumb™ offers the added benefit of factory  
assembly that is tailored to the individual plumbing  
and electrical requirements of each project.

To find out more information 

call 024 7662 1122
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Specifications
Xaron Vanity Suite
Reference: Xaron Vanity Suite

Vanity Top

Core Material: 18mm WBP plywood core for top,  
downstand and WC access lid
Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge treatment: All horizontal edges postformed

Framing

Core Material: 18mm moisture-resistant MDF with support 
framework 
Colour/Finish: High Pressure Laminate

Panels

Indicator bolt: 18mm moisture resistant particle
board 650kg/m3

Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge Treatment: All edges lipped in impact-resistant ABS with 
polyurethane adhesive (See below)
Adhesive Type: All components are bonded with specialist
polyurethane washroom adhesive, for ultimate waterresistance
and strength of bonding. This adhesive is environmentally friendly 
with its zero rating on formaldehyde emissions

Optional enhancements for Xaron Vanity Suite

Access Panels: Lockable (security screw or budget lock) //
Solid grade laminate // 20mm postformed HPL

Other: 18mm WBP plywood core to vanity top and panels //
Cantilever tops (inc. brackets) // Storage cupboards //
Children’s height available // Quaronite™solid surface vanity
top available // Complementary light pelmets

Magnetic door catches (instead of indicator bolts) // Satin anodized 
aluminium hardware // Choice of print designs available

Note: Any optional enhancements required are clarified at point   
of specification

Xaron Baby Change
Reference: Xaron Baby Change

Vanity Top

Core Material: 18mm moisture resistant particle board 650kg/m3  
for top, front safety edge, downstand and integral upstand
Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge treatment: All horizontal edges postformed with full  
bullnosed 180° top edge to anti-roll facility

Framing

Core Material: 18mm moisture-resistant MDF with support 
framework 
Colour/Finish: High Pressure Laminate

Panels

Core Material: 18mm moisture resistant particle board 650kg/m3

Colour/Finish: High Pressure Laminate. Refer to laminate  
colour selector
Edge Treatment: All edges lipped in impact-resistant ABS with 
polyurethane adhesive (See below)
Adhesive Type: All components are bonded with specialist
polyurethane washroom adhesive, for ultimate waterresistance
and strength of bonding. This adhesive is environmentally friendly 
with its zero rating on formaldehyde emissions

Optional enhancements for Xaron Baby Change

Access Panels: Lockable (security screw or budget lock) //
Solid grade laminate // 20mm postformed HPL

Other: 18mm WBP plywood core to vanity top and panels // 
Cantilever tops (inc. brackets) // Storage cupboards

Note: Any optional enhancements required are clarified at point   
of specification


