## COMus

## The Comus Group of Companies

## MERCURY GLASS TILT SWITCHES

Glass Mercury swithes for the most part are specialty switches that allow a diversity of features often not easily obtained in our metal switches.
Glass switches are used in applications that require very low tilt angles, extremely low and consistent contact resistance, and other contact configurations that are often suitable in the safety and replacement markets that continue to allow the use of Mercury.

The four major applications at present are thermostats, float switches, level controls, and safety devices.
Where Mercury continues to be used, Comus glass and metal bodied Mercury switches are extremely reliable because of their hermetically sealed construction. The elimination of air and the permanent introduction of an inert gas permits higher load switching and longer life than mechanical switches.

We are able to supply suitable mounting clips for most of the switches shown in this catalogue. Note the number at the bottom of each column. Further details of these can be found on our website.

## NOTE ON RoHS REGULATIONS:

Mercury switches will remain available for use in products not covered by the European RoHS regulations. Supplies of Mercury switches will continue for applications permitting their use, including spares and reuse of equipment.

The Comus International group of companies consists of:

| COMUS | Assilitech | COMUS |
| :---: | :---: | :---: |
| Comus International | Assemtech Europe Limited | Comus Belgium BVBA |
| 454 Allwood Road | Unit 7 , Rice Bridge Industrial Estate | Overhaamlaan 40 |
| Clifton | Thorpe - Le - Soken | B-3700 Tongeren |
| New Jersey 07012 | Essex | Belgium |
| U.S.A | England COI6 OHL |  |
| Tel: (1)973-777-6900 | Tel: +44 (0) 1255862236 | Tel: +32 (0) 12390400 |
| Fax:(1)973-777-8405 | Fax: +44 (0)1255 862014 | Fax: +32 (0)12 235754 |
| email: infocomus-int.com | email: sales@ assemtech.co.uk | email: inf@ @ comus.be |
| internet: http://www.comus-int.com | internet: http://www.assemtech.co.uk | internet: http://www.comus.be |
| 줎 | (3) | 盢 |
| COMUS | SHE |  |
| Comus International SARL | Switching Technologies Gunther | Comus Electronis India |
| Immeuble 'Les Juiliottes | B-9, B-IO, \& C-I Special Economic Lone (MEPL) | No 74A Anbu Street |
| 31 Cours des Juilliottes | Kadapperi | Gandhi Nagar |
| F-94700 Maisons-Alfort | Tambaram | Ekkatutuangal |
| France | Chennai 600045 | Chennai 600097 |
|  | India | TamilNadu |
| Tel: +33 (0) 43968610 | Tel: +914422628093 | India |
| Fax: +33 (0) 439686 II | Fax: +91 4422628271 | Tel: +91 4422628198 |
| email: info @ comus.fr | email: stg@stg-india.com | Fax: +91 4422628271 |
| internet: http://www.comus.fr |  | email: chitra@ comus-int.com |
| 国 |  | internet: http://www.comusindia.com |

## COMUS The Comus Group of Companies

## Glass Mercury Switches

We also have a large network of worldwide agents. These can be seen on any of our websites, or on our company profile brochure.

| GLASS MERCURY SWITCHES |  | $=$ |  |  | $=1$ |  |  | $5$ |  |  |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Oprious / Feaures | $\begin{aligned} & \text { - Sub Miniature } \\ & \text { - External leads } \\ & \text { solder tinned } \end{aligned}$ |  |  |  |  |  | $\begin{aligned} & \text { - External leads } \\ & \text { solder tinned } \end{aligned}$ |  |  | (tional leat |  |  |  |  |  |  |
| Conat fomm |  |  |  |  |  |  |  | aly Open |  |  |  |  |  |  | Change | meorer |
| Inpe | ${ }^{\text {c20.50 }}$ | ${ }^{\text {c22.50 }}$ | ${ }^{\text {can } 21.50}$ | ${ }^{\text {ch1 } 1.50}$ | ${ }^{817.50}$ | ${ }^{61818.50}$ |  | ${ }_{\text {c102-50 }}$ | ${ }^{\text {C1033.30 }}$ | ${ }^{\text {cis-5 }}$ | c11.-so | ${ }^{13} 3.50$ | ${ }^{162.0}$ | ${ }^{\text {c,64 }}$ | ${ }_{\text {cFs } 2.50}$ | craso |
| Conatat tragement | spst | sest | spst | spr | sept | sest | sest | spst | sest | sest | spst | sest | spst | sest | spor | SPI |
| Surdining lalage Max V | 300 C 2 zaOC | 300c 2129 C | 220ac | 20006 | $2500 \mathrm{C} / 2 \mathrm{atac}$ |  |  | Cc 300c/ 2000 C | $3000 / 2004 \mathrm{C}$ | $2500 \mathrm{C} / 20 \mathrm{CaC}$ | 240 C | $2500 \mathrm{C} 2 \mathrm{2aOC}$ | 200ac | 249 C | 293 C | 300C/ 2001 |
| Smiditigs Gurent Max anouma | $0.15 / 0.05$ | $0.15 / 0.05$ | 0.05 | 0.5 | 1/2 | 1/2 | 0.311 | 0.510 .1 | 0.510 .1 | 2/5 | 2 | 15/2 | 5 | 5 | 13 | 0.510 .1 |
| Difienerid ange Max - | 10 | 5 | 1 | 5 | 10 | 10 | 14 | 0.5 | 1.4 | 28.32 (4) | 4 | 10 | 3 | 5 | 9.5 +1-3.5 | 2 |
| Comat Resisane moma | 100 | 100 | 100 | 30 | 50 | 100 | 50 | 100 | 100 | 300 | 100 | 100 | . | . | 50 | 100 |
| Operaing Empeatur ${ }^{\text {c }}$ | .37+125 | . $31+125$ | . $37+125$ | . $37+125$ | ${ }^{37}+125$ | .37+125 | ${ }^{37}+125$ | ${ }^{37}+125$ | . $37+125$ | -37 +125 | . $37+125$ | .37+125 | $37+125$ | ${ }^{37}+125$ | ${ }^{37}+125$ | . $31+125$ |
| Mouning lip | 14 | IA | 14 |  | ${ }^{\text {384 }}$ |  | ${ }^{361}$ | ${ }^{361}$ | ${ }^{\text {36 }}$ | 7 7 F |  | 6 |  | $r$ |  | ${ }^{\text {з8\% }}$ |
|  |  |  |  |  |  | $\begin{aligned} & 11 \\ & 1 \\ & 1 \\ & 1 \end{aligned}$ |  |  |  |  |  |  |  |  |  |  |

